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TRACKMASTER™
A polymer modified asphalt emulsion fortified with
rubber particles designed for coating asphalt running
tracks. Beautifies tracks and provides superior
protection against oxidation, ravelling, and moisture
penetration. Available in black only.
PRODUCT #

DESCRIPTION

COVERAGE

WEIGHT

PRICE

C1700K

30 - Gallon Keg

1500 sq. ft.

300 lbs.

$ 279.99

C1700D

55 - Gallon Drum

2750 sq. ft.

575 lbs.

$ 403.99

C1700B

Bulk

-

-

- quoted -

MIXING PROCEDURES:
TrackMaster..............................55 gallons
Water...................................15 - 17 gallons
Mix and apply with soft rubber
squeegee or spray.

MATERIAL REQUIREMENTS
(coverage - 50 sf/gal):
Approximately .15 to .20
gallon per square yard per
coat depending on surface
porosity.

TRACKFLEX™
CRACK SEALANT
Acrylic elastomeric pourable crack sealant designed
for sealing cracks up to 1/2” wide in asphalt or latex/
rubber track surfaces. TrackFlex is black, but can be
coated with TrackMaster Plus to match surface color of
track area.
PRODUCT #

DESCRIPTION

WEIGHT

PRICE

C1760G

1 - Gallon Jug

10 lbs.

$ 32.99

C1760P

5 - Gallon Pail

47 lbs.

$ 127.99

MIXING PROCEDURES:
Use as is. Do not dilute. Smooth flush
with rubber squeegee.

DARK GREEN

BEIGE

MATERIAL REQUIREMENTS
(coverage):
Typically, one gallon will fill
approximately 75-150 feet of
cracks depending on depth
and width of crack.

BROWN

BRITE RED

RED

BLACK

COLORPLUS FUSION

LEED CREDIT *SRI=36

LANE ONE™
A 100% acrylic, trowel-grade patching material fortified
with sand and rubber. Ideal for repairing running lanes
and field event runways and pads. Also used for filling
cracks up to 1” wide. Lane One is Black, but can be
coated with TrackMaster Plus to match surface color
of track area.
PRODUCT #

DESCRIPTION

WEIGHT

PRICE

C1750P

5 - Gallon Pail

51 lbs.

$ 61.99

C1750K

30 - Gallon Keg

305 lbs.

$ 379.99

C1750D

55 - Gallon Drum

545 lbs.

$ 598.99

MIXING PROCEDURES:

MATERIAL REQUIREMENTS (coverage):

Use as is. Do not dilute. Apply
with soft rubber squeegee.

Approximately 1 gallon per square yard
at 1/8" depth. Ultimate coverage will be
dependent upon depth of repair.

BLACK DISPERSION
For tinting running track latex and
neutral coatings. Mix 1 gallon of Black
Dispersion per 55 gallons of latex or
neutral coatings.
PRODUCT #

DESCRIPTION

WEIGHT

PRICE

C1660G

1 - Gallon Pail

11 lbs.

$ 20.99

C1660P

5 - Gallon Pail

53 lbs.

$ 83.99

C1660D

55 - Gallon Drum

590 lbs.

$ 870.99

NOTE: Colors will vary somewhat due to printing limitations. Ask your SealMaster
Representative for a color chip card for more accurate representation.
*Solar Reflectance Index (SRI) is the percentage of solar energy that is reflected by a surface.
These specific colors qualify for the LEED (Leadership in Energy and Environmental Design)
program under Section SS Credit 7.1: Heat Island Effect: Non-Roof. For more information visit
www.usgbc.org or contact a LEED accredited professional.

